Rev Q

Technical Requirements:

NOUDhWN -

. The valve design complies with EN1074-4:2000
. The flange drilling is in accordance with EN1092-2 PN10/16

. The hydraulic test is conducted in compliance with EN12266-1
. Valve pressure rating: 10/16 bar

. Temperature: 0-80°C
. Medium: Clean water
. Fusion bonded epoxy coating treatment on the valve surface, surface coating thickness =250 microns

DN L H @D oK n-@d
50 430 338 165 125 4-919
65 430 338 185 145 4-019
80 470 365 200 160 8-019
100 510 380 220 180 8-@19
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ITEM| PART NAME MATERIAL
1 Body Ductile Iron
H 2 Disc Ductile Iron+EPDM
\© 3 Stem Nut Brass
5 4 Stem SS316
5 Floating Ball SS316
fl 6 O Ring EPDM
. 7 Right Cover Ductile Iron
n-d ‘ 3 8 Exhaust Nut Brass
9 Bonnet Ductile Iron
; 8 2 10 | Holding Ring Brass
| \@ 11 Screw S5316
DN 12 Gland Ductile Iron
K 13 Cap Ductile Iron
D 14 Screw SS316
B 15 Dust Ring EPDM
16 O Ring EPDM
17 | Nylon Sleeve Nylon 66
18 O Ring EPDM
19 O Ring EPDM
20 O Ring EPDM
21 Bolt SS316
22 Left Cover Ductile Iron
23 | Inside Cover Ductile Iron
24 | Sealing Ring EPDM
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Technical Requirements:

NoOuUuThWN =

. The valve design complies with EN1074-4

. The flange drilling is in accordance with EN1092-2 PN10/16

. The hydraulic test is conducted in compliance with EN12266-1
. Valve pressure rating: 10/16 bar
. Temperature: 0-80°C
. Medium: Clean water
. Fusion bonded epoxy coating treatment on the valve surface, surface coating thickness =250 microns

DN L H @D oK n-@d

PN1I0 | PNi6
150 606 416 285 240 8-023
200 870 515 340 295 8-023 | 12-923

ITEM PART NAME MATERIAL
1 Body Dusctile Iron
2 Disc Ductile Iron+EPDM
3 Iron Disc Ductile Iron
4 | Stainless Steel Ball SS316
5 O Ring EPDM
6 Sealing Ring EPDM
7 O Ring EPDM
8 Gland Ductile Iron
9 Nuts SS316
10 Washers SS316
11 Left Cover Ductile Iron
12 Studs SS316
13 Cap Nut SS316
14 Washers SS316
15 O Ring EPDM
16 Bonnet Ductile Iron
17 Stem Nut Brass
18 Stem SS316
19 Bolts SS316
20 Washers SS316
21 Cap Ductile Iron
22 Dust Ring EPDM
23 O Ring EPDM
24 Set Screw SS316
25 Bolts SS316
26 Washers SS316
27 Exhaust Nut Brass
28 Right Cover Ductile Iron
29 Sealing Ring EPDM
30 Floating Ball SS316
31 Set Screw SS316
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